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Spreader SUPERJEANS 

Automatic spreading machine  

Operator platform   

Maximum spreading speed 100Mt/min 

Brushless motors

Electronic cradle for rolls of Ø 50Cm, and max weight 200Kg 

Cutting device CP with catcher - Fixed Catcher 

Mobile catcher for CP cutting device  

Lay max. height 18Cm (14Cm with zig-zag )  

Electronic control of fabric tension    

Automatic selvage alignment  

Automatic management of fabric stop  

Toch screen control panel   

Lay counter per colour and total  

Automatic device for lay thickness   

Kit with front and rear additional belts 

  

Spreader 590 MICRO ELECTRONIC

Automatic spreading machine  for Bilairdo with auto-

matic pulling for lay max. lenght Mt. 9  

Spreading speed from 1 to 100Mt/min  

Electronic Brushless Motors   

Elctronic cradle for rolls  Ø max 30Cm and weight 

30Kg  

CPS Cutting Device (without catcher)  

Max lay height 12Cm pressing  

Electronic control of fabric tension during spreading 

Automatic selvage alignment  

Automatic management of fabric stop  

Control panel with PC UNICONT to manage fabric to 

spread 

Lay Counter (partial+ total)  

Automatic device for lay thickness   

  

Spreader UNICONT

Automatic spreading machine programmable

from PC. 
PC and SW included for ISO fi le process 

automatic scheduling up to 100 steps and 100 colors

Fabric defect automatically eliminated

Programmable spreading speed and acceleration

PC and SW included for ISO fi le process 

automatic scheduling up to 100 steps and 100 colors

Fabric defect automatically eliminated

Programmable spreading speed and acceleration

Spreader 590 ER ROTATING CRADLE

Automatic spreading machine  

Operator platform   

Maximum spreading speed 80Mt/min  

Electronic Brushless Motors 

Electronic cradle for rolls of Ø 50Cm, and max weight 50Kg

CPS Cutting device without catcher  

Lay max. height 18Cm (14Cm with zig-zag )  

Electronic control of fabric tension  

Automatic selvage alignment  

Automatic management of fabric stop  

Toch screen control panel   

Lay counter per colour and total  

Automatic device for lay thickness 

Manual Turn Table with automatic fabric threading 

and unthreading   

Spreader 590 E for WADDING

Automatic spreading machine  

Operator platform   

Maximum spreading speed 90Mt/min  

Electronic Brushless Motors   

Cradle for wadding rolls Ø max. 110Cm    

Cutting device for wadding up to 4Cm   

Lay max. height 18Cm (14Cm with zig-zag ) 

Electronic control of fabric tension    

Automatic selvage alignment  

Automatic management of fabric stop  

Touch screen control panel  

Automatic device for lay thickness   

Lay Counter   

     Spreader 510 ET for TUBOLAR  

 

Automatic spreading machine  

Operator platform   

Maximum spreading speed 100Mt/min  

Brushless motors   

Platform for folded fabrics and bar Ø 20/30Mm  

Calender for tubular fabrics  and cap 

Adjustable tubular divider tailor made. 

Lay max. height 18Cm   

Electronic control of fabric tension    

Automatic management of fabric stop  

Touch Screen control panel  

Automatic device for lay thickness   

Spreader 510 ET FOR TUBOLAR can be installed on 

the cutting machine model Billiardo with length up 

to 20Mt.



SPREADER WITH CRADLE 590E

Patented cradle feed spreading system with catcher 

programmable up to 5 steps, “tension free” for all fa-

bric types from lycra to denim, from jersey to technical 

textiles.

Simple and intuitive interface with visual display on 

latest generation touch screen. 

Spreading speed, acceleration and deceleration digi-

tally adjustable. 

Automatic fabric threading.

Fully interchangeable with all spreading devices and 

accessories.

Possibility to spread: face up, face to face, face to face 

with nap in same direction, tubular fabric, fabric in the 

wrong side.

Operator platform   

Maximum spreading speed 100mt/min  

Brushless motors   

CPS Cutting device without catcher  

Lay max. height 18cm (14cm with zig-zag ) 

Electronic control of fabric tension     

Touch Screen control panel   

Automatic selvage alignment   

Automatic management of fabric stop  

Counter lays per colour and total  

Automatic device for lay thickness   

 

TOUCH SCREEN 

CONTROL PANEL

Cutter speed regulator for every fabrics

Automatic slow-down device

Input n° plies to be spread

Display n° plies spread/to be spread

PATENTED CRADLE   

Electronic patented cradle with alternated or 

parallel belts for 50cm diam; 70kg weight 

rolls

Possibility to use diff erent loading devices for 

fabric rolls up to 150kg weight. 

Working Width (Cm) 160 180 200 220

Overall dimensions (Cm)

Length  x Width x Height
142x300x120 142x320x120 142x340x120 142x360x120

Weight (Kg) 470 475 480 485

Installed Power (kW) 3 3 3 3

Average Consumption (kW) 1,8 1,8 1,8 1,8

Power supply Tension 380V±10% 380V±10% 380V±10% 380V±10%

With the aim of improving its machinery FKgroup reserve the right to change Technical characteristics without prior notice.
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